
300mm
min

500mm MIN.

WOOD STAKE
TO MAINTAIN
CLEARANCE

Hydro - 100mm Type
DB2 PVC Duct

Sec.

SIDE PROPERTY LINE

CLEAN BACKFILL
MATERIAL TO
FINAL GRADE

CLEAN
SAND

NOTES:

1. SERVICE LAYOUT ON RIGHT LOT IS A MIRROR TO ABOVE

2. 4 PARTY TRENCH SHOULD NOT BE USED BEHIND PADMOUNTED TRANSFORMER DUE TO
CONFLICT WITH GAS

3. THE POSITION OF ALL POLE LINES, CONDUITS, WATER MAINS SEWERS, AND OTHER UNDERGROUND AND
ABOVE GROUND UTILITIES AND STRUCTURES ARE NOT NECESSARILY AS SHOWN. THE ACCURACY OF THE
POSITION OF SUCH UTILITIES AND STRUCTURES IS NOT GUARANTEED. BEFORE STARTING WORK,
DETERMINE THE EXACT LOCATION OF ALL SUCH UTILITIES AND STRUCTURES AND ASSUME ALL LIABILITY
FOR DAMAGE TO THEM.

ELECTRICAL LINE
BELOW CAUTION
TAPE

50mm

200mm

150mm

450mm

100mm
MINIMUM

450 MIN.

200mm

HOUSE SIDE

BELL & TV AS REQUIRED

GRADE TO BE
WITHIN 150MM
FINISHED GRADE

SLOPING OF TRENCH WALLS
AS PER THE OCCUPATIONAL
HEALTH & SAFETY ACT
REQUIREMENTS

1000mm

PLASTIC GAS PIPE

150mm

OTTAWA RIVER POWER CORPORATION

FOUR PARTY SERVICE TRENCH
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Revisions
1. Sept 7, 2023
General rev of
trench cross
section




